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No. 360-6 
Recessed 
Awning 
Head 





No. 353—12-in. Awning Hood 


NULOCK System offers to architects, 
contractors, merchants, a complete line of 
Store Front Construction of modern beauty, 
practicability, and simplicity. All members 
are fully resilient and can be furnished in any 
of the popular metals and finishes desired. 


NULOCK features the patented Auto- 
matic screw control sash and bars—the only 
construction where the corner and division 






















No. 364—14-in. Awning Hood 


bars incorporate the same safety feature of 
screw constrolled pressure on the glass. Read 


complete details on the opposite cover. 


The eight illustrations prepared for your 
use show the individuality and distinction 
which NULOCK construction affords. Write 
for complete details, information, and 


samples of NULOCK. 
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and then drive the screw completely a 4 

N\ | | a ( | (PATENTED) home. When the head of the screw oe 
comes closely in contact with the out- ag 





side member the operation is complete, 3 





AUTOMATIC SCREW CONTROL SASH AND BARS and the mould has automatically been 
drawn into position and locked. It al- Fe 
ways does just that, no more, no less. 
32 ges: per Inch It is impossible to draw the screw too 
This Automatic Screw Control is one tight. That is why we call it—automatic 
of the salient features of Nulock Store screw control. No. 3 
Front Construction. It is simple yet The contact of the metal mould is Protection Bar 
absolutely automatic in action. 36 Threads per Inch absolutely uniform throughout its entire oo 
The shank of the screw is slightly The Differential Screw length. There is no uneven pressure, 


less diameter than the shoulder, and 
is threaded 32, while the shoulder or 
thicker portion is threaded 36. A lug 
threaded 32 is provided in the back 
member to receive the shank of the 
screw while the face member is 
threaded 36 to receive the shoulder 
portion. This thread differential auto- 
matically applies a pre-determined pres- 
sure. It is simply necessary to hold the 
outer member lightly against the glass, 





no distortion of glass to cause break- 
age. The pressure provided, together 
with the spring of the metal, is just 
enough to allow for all expansion and 
contraction. It constantly holds the Ree: 
glass in a firm yet gentle clasp. Gentle 
enough to care for all vibration, yet 
firm enough to assure rigidity. Jt is 
automatically adjustable to wneven 


No. 405 Sash with Members in Place glass, regardless of thickness. 
Ready for Screw Adjustments 


i D 
C-THREAD 367. PER IN. 





Breakage for Reason of Strain Is Practically Impossible — ‘ 
Pe 
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RSS OS pcm * vowasames 
spa ey 425 Sash and No. 4060 2-in. 
Extruded Bull Nose Sill 
No. 4062 112-in. 


Extruded Bull 
Nose Sill A 


4062 


Felt Insert Dust 
Check Applied 
with Screws to 
Gutter Member 








No. 504 Super-Ventilated Sash 
Half Full Size 





Where conditions require extreme ven- 


HALF FULL SIZE DETAIL tilation No, 504 Super-Ventilated Sash 
i is available. This sash cares for maxi- 
No. 425 Sash and No. 450 Sill mum conditions, and eliminates frosted 


windows in the coldest climate. 
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DETAILS 


SIGN AND SHOW WINDOW 
TRIM. MOULDING NO. 964 





STRUCTURAL GLASS 
TRIM—NO. 4059 


I 





This Nulock front is in keeping with 
modern demands for curved show 
window entrances — metal letters 


| in sign may be illuminated from be- 

| hind, through obscure glass. N U LO C K 
| STORE FRONT 
CONSTRUCTION 

















DETAILS 


TOP AND BOTTOM 
SIGN TRIM. 
MOULDING NO. 1017 


F CURVED SHOW WINDOW 
| ENDS. 
| MOULDING NO. 1017 


SPOT DISPLAY WINDOW 
PANELS. 
MOULDING NO. 1017 
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Bound to react favorably upon po- 
tential customers is this type front 
for furniture store. Nulock standard 
fluted mouldings are used to good 
advantage for sign trim, curved 


show an allay spot N U LOC K 
STORE FRONT 
CONSTRUCTION 

















DETAILS 


STRUCTURAL GLASS, 
MOULDINGS FOR HEAD 
AND SIDE JAMB. 


SPECIAL HOOD BAR. 
NO. 362 


CURVED HORIZONTAL 
BAR—NO. 16 


FLUTED PILASTER 
NO, 1017 


SILL, BULL NOSE 
NO. 4062 


CEILING—SPECIAL PANELING 
BULKHEAD-—FLAT METAL 
OR PANELED. 





An eye arresting design and an urge SS = 
to enter is accomplished by the use creo ae 
of glass blocks in combination with 


Soa _yrse a 


STORE FRONT. 3 
CONSTRUCTION 
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DETAILS 


TOP CORNICE—BRAKE 
MOULDINGS AND STOCK 
MOULDING NO. 1017 


SIGN—EXTRUDED 
MOULDINGS AND METAL 
LETTERS. 

SHOW WINDOW—TOP AND 
BOTTOM ORNAMENT. 
MOULDING NO. 1017 


SPECIAL JAMB. 

CANOPY AND ENTRANCE 
METAL. COMBINATION 
OF MOULDING NO. 1017 
AND BRAKE MOULDINGS. 
SILL NO. 50 


A striking example of the use 
of Nulock fluted mouldings for top 
cornice, canopy, curved entrance 
piers, ornament at top and bottom 
of circular show window. This front 
suitable for cafe or cocktail lounge 
and is very outstanding in design 

and use of standard mouldings. 





NULOCK 


STORE FRONT 
CONSTRUCTION 











DETAILS 


METAL SIGN 
CANOPY 


METAL SETTING 
FOR SHOW WINDOW. 


METAL KICK PLATE. 


EXTRUDED METAL 
THRESHOLD. 
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The large metal letters and ornate 
canopy make this simple design 
front most attractive for either drug 
or jewelry store. Note the circular 


spot display case for specialty N U LO C K 
items. 


STORE FRONT 
CONSTRUCTION 
























DETAILS 


JAMB, SILL AND TRANSOM 
MEMBERS OF SHOW 
WINDOW. 

| NOS. 431 AND 450 


DIVISION BARS NO. 16 


hd Dr | 
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Nulock mouldings and metal letters 
used in conjunction with the orna- 
mental entrance is an ideal combi- 


nation for an antique shop such as 
this suggestion. N U LO C kK 


STORE FRONT 
CONSTRUCTION 









DETAILS 


Beis seS cers NO. 964 
HEAD =... =. NO. 431 
JAMB .--..- NO. 431 
A | ee NO. 450 


METAL COVERED DOOR 


This attractive exterior implies an 
equally charming interior. The cus- 
tomer appeal is obvious. Structural 
glass trimmed with Nulock mould- 
ings will accomplish the 
desired effect. 








NULOCK 


STORE FRONT 
CONSTRUCTION 

















DETAILS 


HEAD SECTION—NO. 4062 
AND NO. 200B 


JAMB SAME 


ENTRANCE DOOR HOOD. 
NO. 961 FACIA 

METAL COVERED 
ENTRANCE DOOR. 


Here is a simple yet smart store 

front. Nulock mouldings, strips, 

metal covered door and ribbon type 

letters make this a distinctive type 

front for a small restaurant or 
beauty salon. 














NULOCK 


STORE FRONT 
CONSTRUCTION 














